HCA Tech Note 206

Working with the Insteon Remote Control Door Lock Controller
http://www.smarthome.com/insteon-2862-222-lock-controller.html

Using the Door Lock Controller with HCA starts by adding it to your design. You need to be able to access the
"Set" button on it to establish a link to it. The set button is on the right side of the device.

In the Add Wizard on step 3 choose "Insteon" as the manufacturer and then press the Next button. In step 4
before pressing the dialog button to put the PowerLinc into linking mode, place the device into linking mode
by pressing and holding its set button until it enters linking mode. Then press the PowerlLinc button in the
dialog to complete the link.

New Device Wizard - Step 4 of 5 (OUTSIDE - Lock) [

Address and type: ¢

Generic Insteon switch

For devices always powered on - switches, wired-in keypads, modules, etc.

Step 1. Press this button to put the PowerLinc into linking mode [ PowerLinc linking mode ]

Step 2: Place the device you are adding to your HCA design into Linking mode.
Press and hold the "Set" button on the face of the device and then release it.

Some devices beep when they have reported their address
Step 3. Come back to the computer and the device's address and type should be displayed above

For wireless devices - motion sensors, keypads, etc.

Step 1. Place the device into linking mode

Step 2. Press this button to put the PowerLinc into linking mode [ PowerLinc linking mode ]

Step 3. The device's address and type should be displayed above

If the above procedure doesnt work, configure the device manually: [ Manual Configuration ]
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New Device Wizard - Step 4 of 5 (OUTSIDE - Lock)

22 - Insteon Lock Controller

Address and type: 2A.E1.2D

For devices always powered on - switches, wired-in keypads, modules, etc.

Step 1. Press this button to put the Powerlinc into linking mode F PowerLinc linking mode =|

Step 2: Place the device you are adding to your HCA design into Linking mode.
Press and hold the "Set" button on the face of the device and then release it.

Some devices beep when they have reported their address
Step 3. Come back to the computer and the device's address and type should be displayed above

For wireless devices - motion sensors, keypads, etc.

Step 1. Place the device into linking mode

Step 2. Press this button to put the PowerLinc into linking mode [ PowerLinc linking mode ]

Step 3. The device's address and type should be displayed above

If the above procedure doesnt work, configure the device manually: [ Manual Configuration ]
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The Insteon lock controller is a troublesome device in that various firmware versions do somewhat different things.

Here are some suggestions that hopefully will work with most generation device

S.

The best way to handle the lock is to create two programs — one called LOCK and the other UNLOCK.

The programs consist of 1 element each — aside from the “Start here” of course.

The LOCK program uses the ON element and specifies the lock device. Running the program should lock the door.

The UNLOCK programs uses the DIM element and specifies the device and the le

vel as 0. Running the program should

unlock the door. Some Lock control device firmware versions respond to the OFF command and others do not. The DIM

method to unlock was tested with the 2862-222 marked as “Rev 3.0”
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i ° Dim Properties @

This element changes lighting illumination level

Device:

Dev: Dining Room - Door v
@) Set illumination level at 0 = percent

(*) Reduce illumination level by 0 - percent

(=]

) Increase illumination level by percent

Hitend#ttt
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