HCA Tech Note 601

TP-Link Device classes

This technical note provides instructions for adding classes into HCA for support of TP-Link device types. The online
library package contains classes for plus, dimmable bulbs, and for multi-plugs.

Note: The Plugs supports, On, Off, and Get Status. The LED Bulb supports On, Off, Set-Percent, and Get-Status. No color
support for the color bulbs are available.

Note: You must be using HCA 14.2.53 or later

Getting Ready

Before working with HCA, make sure that you have already completed the procedure outlined in the instructions that
came with the device using the TP-Link Kasa app. You will also need to know the IP address of each device. This can be
found using your router’s interface in a “Device Table” or similar.

The TP-Link devices get their IP address from the DHCP server in your router. Most modern routers support “IP
Reservations” — sometimes called “sticky MAC” which assigns them the same IP address each time they request one by
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checking their MAC address. If your router has this feature, then great. If it doesn’t, there may be a way to configure its
so that the IP address assigned is “sticky” Like IP reservations, but you must set it up manually. For example, Google Wi-
Fi has this.

Step 1

In the Design ribbon category, press the Library Browse/Import button to access the online library. Then locate the
TPLink package. The lower section of the library browser shows the documentation for the class. All the programs that
are part of the class are listed with instructions on their use.

Press the Import Selected button. The class programs are added to your design and added to the import report
displayed.

Step 2

Add devices using the new Device Wizard as usual. In step 3, select the class name for the device type you have.

' ™
New Device Wizard - Step 3 (Den - Picture Li [
||

What type of device are you creating? If the device is not listed select either a similar
| device or generic device. ou can always change the properties of the device
later if necessany.

Manufacturer
TP Link Smart WiFi Flug -

TR

And then complete the Wizard as usual.
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Step 3

Open the properties of the device and on the “User Class Object” tab enter the IP address of the device. Figure that out
from your router or some such. Do this for each TP Link device you have added. The IP addresses will be different for
each device. They are entered in the normal 4-part address form used for IP addresses.

' B
"Den - Picture Lights” Properti X

Groups I Schedule | References I Power Track I Green
Name I Notes I Room I Type | User Class Object | Poll I Transmission I Triggers I Restart I lcon I Display I Log

This device iz controlled by a User Implemented Class. Information on this class and what the |D should contain is available
in the User Object Class Manager accessible though the Protocols ibbaon categaony.

|D of this device: 192.168.0.254

[ ok || Ccancel

Close the properties dialog with OK.

If you are using the multi-plug class, then there is additional configuration to be done. Look at the program notes tab for
the multi-plug class for instructions.

Done!
You can now use the device as you would any other HCA device in program, schedules, and from the User Interface.

H#itend#t#t

TechSup@HCATech.com
www.homecontrolassistant.com
3



http://www.homecontrolassistant.com/

